


No additional operator track
The NovoPort® operator is directly integrated into the side 
garage door track. This saves on the cost of materials, instal-
lation and maintenance.

No extra space required
Operator requires no extra space above the garage door 
so you can use the space for storage purposes. No on-site 
related installation problems.

No lowering of the ceiling or drive unit
Special lowering constructions often have to be manufactured
in case of high garage ceilings in order to be able to mount 
the operator. This is not necessary with the NovoPort® 
system. 

No ceiling assembly
No installation problems in the ceiling area: lighting, beams 
or drainpipes do not have to be dismantled or bypassed.
No difficult drilling into reinforced concrete ceilings, no use
of special wall plugs in gypsum plasterboards, no danger
of through drilling with thin ceilings, no dirt from operator
components through bore dust.

No increased insertion depth
Track-guided operators protrude approx. 30–40 cm outwards
beyond the garage door and often have to be shortened on 
the building site. NovoPort® fits straight away!

Assembly advantages

3

2

4

1

5

4

5

3

1

2

PLUS
NovoPort®

Wall switches
A push button for opening the garage from the inside is directly integrated 
into the control unit and does not have to be purchased and mounted separately 
as an accessory.

New LED lighting
In addition to the new, integrated LED lighting (1.6 W),
the NovoPort® also has easily accessible connections
for wired accessories, such as external lights or
signal lamps controlled by hand transmitter or switch.

Belt
The belt is embedded in the garage door track, maintenance-free and protected.

Menu-guided programming
Programming is convenient and easy with three buttons and a clear 7-segment
display. You are guided systematically through the menu to ensure that no 
settings are overlooked while programming. All settings are infinitely saved, 
even in case of a power cut. The operating state is always visible. Clear error 
coding allows for quick and safe troubleshooting if required.

Particularly bright
13 times brighter than conventional

bulbs of identical watt strength �3�D�U�W�L�F�X�O�D�U�O�\���F�R�V�W���H�I�±�F�L�H�Q�W

Extremely long lasting,virtually unlimited service life  �3�D�U�W�L�F�X�O�D�U�O�\���H�I�±�F�L�H�Q�W

Minimizes energy consumption

WHY LED?
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Horizontal rib

Large rib

Flush

Microline (Flush)

Raised panel fi nish

Illustrations show garage leaf door size 2,500 x 2,125 mm for single garages and garage leaf door size 4,500 x 2,125 mm for double garages.
Other garage door sizes can deviate from the illustration shown.

For single garages For double garages up to 5.50 m in width

Door patterns

NEW! NEW!
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Satin brown,
similar to RAL 8014

Dark oak (smooth) Black oak (smooth)

Surfaces, structures and colours
Experience more colour and enhanced individualism

Our iso 20 and iso 45 sectional garage doors are available on request in a subtly grained Woodgrain wood structure or in the
elegant smooth surface Noblesse, which simply repels dust and moisture. For further individualisation, you can choose from
11 top-coated, attractively priced Super-Color colours/ preferred colours and nearly all RAL colours (iso 45).

Woodgrain

Golden oak (smooth)

Noblesse (smooth) (depending on the pattern)

Rustic wood effects

Exclusively for the fl ush pattern for iso 45 sectional garage doors, our popular industrial door profi led fi nish Microline (Flush) is
available in Satin grey and Satin white. This is a modern, profi led wave structure with a striking and expressive light and shade effect.

In addition to the existing Satin grey, our iso 45 sectional garage doors are now available in three more decorative, top-coated satin matt 
structural surfaces with reduced dirt retention and exceptional weather resistance.

RAL colours for iso 45

Steel blue,
similar to RAL 5011

Moss green,
similar to RAL 6005

Fir green,
similar to RAL 6009

Light grey,
similar to RAL 7035

Anthracite,
similar to RAL 7016

Window grey,
similar to RAL 7040

Ochre brown,
similar to RAL 8001

Nut brown,
similar to RAL 8011

Sepia brown,
similar to RAL 8014

White aluminium,
similar to RAL 9006

Grey aluminium,
similar to RAL 9007

Super-Color colours/ preferred colours

You want more?
Pass doors can also be
supplied in the RAL
colour of your choice
for a small additional
charge.

Satin white,
similar to RAL 9016

Microline (Flush)
Satin white,
similar to RAL 9016

Satin Dark grey, 
similar to RAL 7016

Microline (Flush)
Satin grey
(composite shade)

Satin grey
(composite shade)

Winchester (smooth) Moor oak (smooth)

Our iso 45 sectional garage doors are available with six different weather-resistant, top-coated fi lm laminates in authentic, rustic wood 
effects with a smooth surface. In addition to the large rib pattern, you can now also order all the wood effects in the fl ush and some in 
the panel pattern (not Winchester, Black oak and Moor oak).

Benefi t from our new structural surfaces!

New Microline pattern (Flush) in Satin white and Satin grey

Mahogany (smooth)

NEW! NEW! NEW!

NEW! NEW! NEW!

NEW! NEW!
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Pass door panels with and without glazing
Pass doors are available for
exclusive garage doors in the
patterns shown on the left.
Glazing variants for all garage
door patterns: standard windows,
crossbar windows, light strip or
rhombus windows. Illustrations
show garage door leaf size
2,500 x 2,125 mm. Other garage
door sizes can deviate from the
illustration shown.

Pass doors

Perfectly integrated: Pass doors with matching design 
If your garage is too narrow for a side door, but you don’t want to have to do without that convenience, then we recommend 
an integrated pass door. Pass doors are available for all iso 45 exclusive garage doors up to a width of 5 m. They offer a 
practical passage width of 85 cm (raised panel designs: 60 cm) and are fi tted with double-skinned insulation to ensure 
perfect heat insulation.

Pass doors are arranged centrally or asymmetrically depending on the garage door width

Symmetrical
arrangement
for garage
door widths
up to 3.50 m

Asymmetrical arrangement
for garage door widths above 
3.50 m – either left or right

Glazing variants
Standard window

Glazing variants
Crossbar window

Glazing variants
Light strip

Glazing variants
Rhombus window

Horizontal rib Large rib Flush Raised panel finish

10



Softline profi les
Softline profi les (rounded) and concealed hinges ensure an aesthetic overall appearance
of the garage door. The frame of the leaf is standard painted in traffi c white, similar 
to RAL 9016. It can be varnished in the same colour as the door leaf using any other 
RAL colour. In the case of coated door leaves (wood shades, Satin grey, Satin white, 
Satin Dark grey and Satin brown), the door leaf frame is varnished in a matching 
shade for a surcharge.

The door sill area
The robust garage door leaf frame ensures that the garage door cannot be bent even
when opened. The anodized aluminium sill is only 24 mm high.

Door closes automatically
The standard door closer is responsible for automatic closing. This is especially
practical when you’ve got your hands full, e.g. if you are taking your bicycle, moped
or lawn mower out of the garage. A hold-open mechanism (at 90°) is available for a
small additional charge.

Secure multiple locking mechanism
Protect yourself and your property. A multiple locking mechanism on the pass door
is highly recommended if your garage offers direct access to the house, or is used
as a hobby room or to store an expensive mountain bike. This mechanism locks each
of the pass door sections individually and can be centrally activated from both inside
and out using the profi le cylinder lock.

Available colours and surfaces

Satin brown,
similar to RAL 8014

Noblesse (smooth)

Satin Dark grey,
similar to RAL 7016

Dark oak (smooth)Golden oak (smooth) Mahogany (smooth)

Wood effects (smooth)

Satin grey
(composite shade)

Woodgrain

Satin white,
similar to RAL 9016

Surfaces

Satin (structural surfaces) RAL-Farben

You want more?
Pass doors can also
be supplied in the RAL
colour of your choice
for a small additional
charge.

For further individualisation, you can choose from 11 top-coated, attractively priced Super-Color colours/ preferred colours (see garage door fi nder on page 14).

Note: With fi lm-covered colour shades and structural surfaces, the pass door frame profi les are produced in a suitably toning shade.

NEW! NEW! NEW! NEW!

11



Novoferm side doors are available in a wide range of door patterns, surfaces and colours. They are supplied as standard with a black rounded handle set and security lock.
Note: With film-covered colour shades and structural surfaces, the aluminium profiles of the side doors are produced in a suitably toning shade.

Side doors

Letting life into the house
Don’t want to always have to raise and lower the door for your bike, lawn mower or screwdriver? Then Novoferm has the 
practical solution for you: we offer matching side doors with all sectional garage doors – for going in and out in no time 
and for an all-round harmonious appearance, too. And the processing is something to be proud of as well: All of our side 
doors are made of high-quality aluminium profiles. The door leaves are filled with double-skinned, hot galvanized sheet 
steel with a core of rigid PUR foam.

Patterns for 1-leaf side doors,
garage door type iso 20/ iso 45

Precise
processing -

reliable
operation

Triple lock 
(optional)

1. �Horizontal rib 
Traffic white, 
similar to RAL 9016

2. �Large rib
	 Traffic white, 
	 similar to RAL 9016

3. �Flush 
Traffic white, 
similar to RAL 9016

5. �Raised panel 
(only iso 45) 	
traffic white, 	
similar to RAL 9016

7. �Flush 
Golden oak 	
(only iso 45)

8. �Large rib 
Satin Dark grey, 
similar to RAL 7016 
(only iso 45) 

6. �Flush 
Moss green, 	
similar to RAL 6005 

4. Microline (Flush) 
    (only iso 45)
     Satin white,  
     similar to RAL 9016

NEW!

NEW!
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Note: With film-covered colour shades and structural surfaces, the aluminium profiles of the 2-leaf side doors are produced in a suitably toning shade.

DuoPort

The solution for more scope
In addition to providing high insulation values, our insulated Duo-Port leaf doors offer you the possibility to use your
garage as a utility room, for leisure time or hobbies. You can choose whether to open both door leaves or only the 
active leaf, depending on your particular requirements. The use of high-quality and durable materials, top-quality 
processing and a wide variety of additional fi ttings give your garage a classic appearance in keeping with the style of 
your house and your personal taste.

Patterns for 2-leaf side doors, garage door 
type iso 45

Hinge lock
(optional)

1. Horizontal rib 
 Traffic white, similar to RAL 9016

2. Large rib
 Traffic white, similar to RAL 9016

3. Flush
 Traffic white, similar to RAL 9016

5. Raised panel
 Traffic white, similar to RAL 9016

4.  Microline (Flush)
 Satin white, similar to RAL 9016

All door leaf frames are made 
of aluminium and guarantee 
maximum weather resistance,
while robust hinges provide 
long-term, dimensionally
accurate opening and closing.

NEW!
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Garage door facts
•  For private garages up to 3 m in width

•  Smooth running and stable, with double-skinned, galvanized steel sections

• High degree of safety with anti-pinch feature inside and out (according to EN 12604) as well as interference-protected triple
    safety extension spring assemblies

•  Good heat insulation with 20 mm rigid PUR foam core (heat insulation value K = 1.0 W/m2K)

• Inside door leaf: polyester-based base coat, grey white, similar to RAL 9002

• Outside door leaf, standard: traffi c white, similar to RAL 9016 (base coat)

• Door leaf outside: Super-Color colour/ preferred colour for an additional charge (top-coated)

Super-Color colours/ preferred colours

Moss green,
similar to RAL 6005

Fir green,
similar to RAL 6009

Light grey,
similar to RAL 7035

Noblesse (smooth)
(only for flush garage
door pattern)

Traffi c white,
similar to RAL 9016

Steel blue,
similar to RAL 5011

Woodgrain
(only for horizontal rib
and large rib garage
door patterns)

Iso 20 is filled with a 20-mm rigid foam core, which
provides good heat and sound insulation.

Standard
colour

Insulation thickness

Our iso 20 sectional garage doors with a vertical extension spring 
system are fi tted with multiple safety extension spring assemblies.

Surfaces for iso 20

20 mm

Garage door fi nder iso 20

NEW!
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Plastic handle, black (optional) 
You can find additional handles on page 18.

Variant 1: Standard window

Variant 2: Elegant rhombus pattern

Dimensions:
inside: approx. 392 x 192 mm
outside: approx. 460 x 260 mm

Window thickness:
• Large rib pattern: 16 mm double acrylic
   glazing, transparent or crystal

Variant 3: Classic cross bar window

Door patterns Side doors

Illustration shows garage door leaf size 2,500 x 2,125 mm.
Other garage door sizes can deviate from the illustration shown.

Horizontal rib

Large rib

Flush

Windows

Handles

Ochre brown,
similar to RAL 8001

Nut brown,
similar to RAL 8011

Sepia brown,
similar to RAL 8014

White aluminium,
similar to RAL 9006

Grey aluminium,
similar to RAL 9007

Anthracite,
similar to RAL 7016

Window grey,
similar to RAL 7040

iso 20Garage door fi nder
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Garage door facts
•  Suitable for private garages with a width of between 2,250 and 5,500 mm

• Widest range of models and equipment:
 – individual design garage door
 – with side door or integrated pass door of the same design 

•  Smooth running, superbly durable and stable thanks to a sturdy design that is extremely distortion-resistant

•  Spring technology either with a vertical extension spring system or with stable torsion spring shafts

•  Perfect functional reliability and easy operation with torsion spring with spring break safety feature on both sides 

•  Maximum personal safety with anti-pinch feature inside and out (according to EN 12604) 

•  Maximum heat insulation with 45 mm rigid PUR foam core (heat insulation value K = 0.5 W/ m2K)

• Inside door leaf: polyester-based base coat, grey white, similar to RAL 9002

• Outside door leaf, standard: traffi c white, similar to RAL 9016 (base coat)

• Outside door leaf: Super-Color or RAL of choice at additional cost (top-coated)

Super-Color colours/ preferred colours

Moss green,
similar to RAL 6005

Fir green,
similar to RAL 6009

Light grey,
similar to RAL 7035

Noblesse (smooth)
The elegant smooth
surface which simply
repels dust and 
moisture.

Traffic white,
similar to RAL 9016

Steel blue,
similar to RAL 5011

Woodgrain
The robust classic
design with a subtly
grained wood structure.

Standard
colour

Surfaces for iso 45

EXTENSION SPRING
TECHNOLOGY TO
YOUR CHOICE

Our iso 45 sectional garage doors are 
available with either a vertical exten-
sion spring system or stable torsion 
springs (depending on size) with a 
maintenance-free spring fracture 
safety device tested to DIN EN 12604.

Iso 45 is filled with a 45-mm rigid foam core, 
which provides max. heat insulation and top 
soundproofing values.

Insulation thickness

45 mm

iso 45Garage door fi nder

NEW!
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Horizontal rib

Large rib

Flush

Microline (Flush)*

Raised panel

Side doors
1-leaf

Pass doors

Illustrations show garage door
leaf size 2,500 x 2,125 mm.
Other garage door sizes can 
deviate from the illustration 
shown.

Door patterns

Illustrations show garage door leaf size
2,500 x 2,125 mm. Other garage door sizes
can deviate from the illustration shown.

* Available only in the structured
   surfaces listed for Microline.

Ochre brown,
similar to RAL 8001

Nut brown,
similar to RAL 8011

Sepia brown,
similar to RAL 8014

White aluminium,
similar to RAL 9006

Grey aluminium,
similar to RAL 9007

Anthracite,
similar to RAL 7016

Window grey,
similar to RAL 7040

Wood effects (smooth)

Satin (structural surfaces)

Microline (Flush)*

RAL colours (top coated)

* Available only
 in the structured
 surfaces listed
 for Microline.

The weather-resistant foil coating with authentic rustic wood 
effects.

Extremely weather-resistant and dent reversible top coating,
only for iso 45 garage doors.

The popular and expressive industrial door profiled finish is now 
also available for private homes.

Super-Color and RAL colours are
available at a small additional charge.

Golden oak

Black oak

Mahogany

Moor oak

Dark oak

Winchester

Satin white,
similar to RAL 9016

Satin white,
similar to RAL 9016

Satin grey
(composite shade)

Satin Dark grey,
similar to RAL 7016

Satin grey
(composite shade)

Satin brown,
similar to RAL 8014

iso 45Garage door fi nder

NEW! NEW!

NEW! NEW! NEW!

NEW! NEW! NEW!

NEW! NEW!
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Matching door handles are available in all 11
Super-Colors and numerous RAL shades.

Aluminium with
rustic structured effect

Aluminium, PVC-coated,
traffic white

Aluminium silver
colour anodized

Door handle, plasticcoated,
in Super Color or RAL 
colour

Handles

Aluminium new-silver 
colour anodized

Aluminium brass colour 
anodized

Windows

Cross bar patternStandard window Rhombus pattern Sunrise pattern

Window cutouts

Light strip

Pane thickness 16 mm

Dimensions:	 inside: approx. 392 x 192 mm
		  outside: approx. 460 x 260 mm
Window thicknesses:
• Horizontal rib, large rib and flush: 25 mm acrylic double glazing, transparent or crystal.
• Raised panel pattern: 20 mm double acrylic glazing, transparent or crystal.

Acrylic glass with
crystal structure

Double pane
acrylic glass

Polycarbonate cross
bar double plate

Rectangular, wide, with transparent
double acrylic glazing*
Dimensions:	 inside: approx. 651 x 251 mm
	 outside: approx. 726 x 326 mm

Rectangular, narrow, with transparent
double acrylic glazing*
Dimensions:	 inside: approx. 568 x 135 mm
	 outside: approx. 638 x 205 mm

Porthole with stainless steel frame,
with 10-mm double acrylic glazing**
Dimensions:	 inside: approx. ø 290 mm
	 outside: approx. ø 350 mm

  *Only for horizontal rib, large rib and flush garage door patterns.
**Only for large rib and flush garage door patterns.

The light strip is also available in expanded grating format with PVC coating.
Note: With film-covered colour shades and structural surfaces, all windows are produced in a suitably toning shade.

Additional accessories for iso 45

iso 45Garage door finder
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Opto sensors Emergency unlocking

Mini-Novotron 522 Design hand transmitter
2-channel, 433 MHz,
KeeLoq rolling code

Mini-Novotron 522 hand transmitter
2-channel, 433 MHz,
KeeLoq rolling code

Mini-Novotron 502 hand transmitter
2-channel, 433 MHz,
KeeLoq rolling code

Mini-Novotron 504 hand transmitter
4-channel, 433 MHz,
KeeLoq rolling code

Hand transmitters

Wall mounting

Remote switches Switches

Mini-Novotron 524 Design hand transmitter
4-channel, 433 MHz,
KeeLoq rolling code

Mini-Novotron 524 hand transmitter
4-channel, 433 MHz,
KeeLoq rolling code

Mini-Novotron 504 hand transmitter
4-channel, 433 MHz,
KeeLoq rolling code

Micro-Novotron 512 hand transmitter Design
2-channel, 433 MHz,
KeeLoq rolling code

Wall mounting/ silicon case
Suitable for use as case and wall
mounting for Mini-Novotron 522
Design/ 524 Design and for
Mini-Novotron 522/ 524

Signal 112 wall switch
Start key, holiday switch,
continuous light (on/ off),
24 V connection to the operator
in UV-resistant material

Coded key pad signal 213
3 signals, metal key pad,
230 V connection

Mini-Novotron 524 hand transmitterMini-Novotron 522 hand transmitter

Mini-Novotron 524 Design hand transmitter

All our new and existing hand transmitters are compatible with all our new and existing operators.

Signal 218 remote coded key pad
10 codes, 433 MHz, KeeLoq rolling
code with stainless steel cover, backlit
in UV-resistant material

Signal 111 remote wall switch
2-channel, 433 MHz, KeeLoq rolling
code for controlling 2 operators or
1 operator and 1 outside lighting
in UV-resistant material

Ask your dealer to show you our full range of accessories.

Extra 315 emergency unlocking
• With safety profile half cylinder

Extra 626 one-way opto sensor
• 20-28 V, IP 50, 2 wire
• Range: 8 m
• Suitable for:
 Novomatic 423/ 563 S
 NovoPort®

Extra 625 one-way opto sensor
• 24 V DC, IP 54
• Range: 8 m
• Suitable for: all operator models

Extra 628 reflection light opto sensor
• 24-240 V AC, 12-240 V DC, IP 54
• Range: 5 m
• Can only be used as a pulse generator

Extra 626 one-way opto sensor

Accessories

Mini-Novotron 504 hand transmitter

iso 20/ iso 45Garage door fi nder

NEW! NEW!

NEW! NEW!

NEW! NEW!

NEW!

NEW!
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Installation dimensions for sectional garage doors

Installation dimensions for iso 20 sectional doors

Novoferm E® sectional garage door

Vertical section through garage door

Required installation dimensions

BRB = Coordinating width (order size)
BRH = Coordinating height (order size)
DH = Ceiling height (minimum dimension)
GIB = Interior garage width (minimum dimension)
EBT = Installation depth of the door
EBTN = Installation depth of garage door with Novomatic operators
RAMB = Outer frame width
RAMH = Outer frame height
OFF = Upper-edge finished floor
LDH = Clear passage height

Please consult the “Coordinating widths and heights” chart or calculate
the dimensions based on the drawings.

If the structure does not have the required minimum dimensions,
it can be compensated by fitting panels and profiles.

All dimensions in mm.

B
R

H
BRBmin. 90 min. 90

GIB

EBT/EBTN

Lo
w

er
 e

dg
e 

of
 h

or
iz

on
ta

l r
ai

l =
 B

R
H

 -
 3

6

D
H

 m
in

.

OFF

Assembly on finished floor
Space needed for assembly at floor level

150
180

Horizontal section through garage door

All dimensions in mm.

All dimensions in mm.

Angular frame

Outside

Co-ord. width

Outer frame width

Garage inside width (min.) = co-ord. width + 180

AB = min. 90

14

25

20

Frame 76

BRB

GIB

RAMB

LD
H

B
R

H

c
a

.1
20

EBT

R
A

M
H

EBTN

180

B
R

H
 - 

35
0m

m

240

B
R

H
 - 

17
0m

m

OFF

11
0

10
4

D
H

B
ot

to
m

 e
dg

e 
ra

il 
= 

co
-o

rd
. h

ei
gh

t –
 3

6 
m

m

C
o-

or
di

na
tin

g 
he

ig
ht

O
ut

er
 fr

am
e 

he
ig

ht
 =

 c
o-

or
d.

 h
ei

gh
t +

 1
10

 m
m

 

C
le

ar
 p

as
sa

ge
 h

ei
gh

t

Installation depth: Co-ord. height + 620 mm

Installation depth Novomatic   operator

M
in

. c
ei

lin
g 

he
ig

ht
 =

 c
o-

or
d.

 h
ei

gh
t +

 1
15

 m
m

Deflection pulley

Bottom edge inside handle = co-ord. 
height – 50 mm

®NovoPort

D
is

ta
nc

e 
be

tw
ee

n 
th

e 
to

p 
ed

ge
 o

f 
th

e 
pa

ne
l a

nd
 th

e 
bo

tto
m

 e
dg

e 
of

 
th

e 
ce

ili
ng

 m
us

t b
e 

at
 le

as
t 5

 m
m

 
(fo

r m
an

ua
l o

pe
ra

tio
n 

an
d 

N
ov

oP
or

t 
op

er
at

or
 / 

at
 le

as
t 2

0 
m

m
 fo

r
 N

ov
om

at
ic

 o
pe

ra
to

r

®

®

20



Installation dimensions for iso 45 sectional doors

Novoferm E® sectional garage door

Vertical section of extension spring arrangement

Vertical section of front-mounted
torsion spring (VL)

Vertical section of rear-mounted
torsion spring (HL)

All dimensions in mm.All dimensions in mm.

All dimensions in mm.
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Torsion spring with side drum

All dimensions in mm.

Vertical section of front-mounted torsion spring (VL)

EBTN

EBT-VL

D
H

V
L

Installation dimensions for iso 45 sectional doors

Novoferm E® sectional garage door

®Installation depth Novomatic   operator

®Installation depth: Co-ord. height + 620 mm (including NovoPort   )

®

®

®

®

®

®
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Installation depth Novomatic   operator

Installation depth: Co-ord. height + 620 mm (including NovoPort   )
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Bottom edge inside 
handle co-ord. height -50 NovoPort

Torsion spring with side drum
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Clear passage height:
with manual operation
= co-ord. height – 50 with clips in the tracks
co-ord. height  – 100 without clips.
With operator = co-ord. height + / - 0
In case of the use of a reinforcement profile 
and garage doors with a pass door, 
the following applies: Co-ord. height -61 

Horizontal section through garage door
with a torsion shaft

All dimensions in mm.

Horizontal section through garage door
with vertical extension spring arrangement

All dimensions in mm.

AB = min. 90 AB opt. = 90

76 min. 14

max. 95

25
45

7614

iso 45

BRB

GIB

Horizontal section through garage door 
with a torsion shaft

Angular frame Reinforced angle frame

Co-ord. width

Garage inside width (min.) = co-ord. width + 180 

Outside

Inside

All dimensions in mm.

Novoferm E® sectional garage door

RAMB

BRB

GIB

AB = min.90  

Zarge 76  14  

Co-ord. width

Outside

Outer frame width 

Garage inside width (min.) = co-ord. width + 180 

Angular frame

All dimensions in mm.

Horizontal section through garage door 
with vertical extension spring arrangement

25

45

Installation dimensions for iso 45 sectional doors

Novoferm E® sectional garage door

21



Installation dimensions for side doors

Novoferm E® side doors

Block frame (opens inwards or outwards)
Horizontal section/ Installation behind the opening 

Vertical section/ Installation behind the opening

Side door design matched to iso 45

Horizontal section/ Installation in the opening

All dimensions in mm.

Vertical section/ Installation in the opening
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Installation dimensions for iso 20 sectional doors

Installation dimensions for iso 45 sectional doors

Novoferm E® sectional garage door

All dimensions in mm.

All dimensions in mm.

Order sizes
(= opt. clear

finished dimension)
Coordinating sizes

(BRM)

Maximum
clear finished

dimension

Width and
height of frame

(RAM) (ZF)

Width and
height of frame

(RAM) (VL)

Width and
height of frame

(RAM) (HL)

Installati-
on depth 

(EBT) 
(ZF) 

Installati-
on depth 

(EBT) 
(VL)

Installati-
on depth 

(EBT) 
(HL)

Interior
garage

dimension
(GIB)

Ceiling
height

(DH) (ZF

Ceiling
height

(DH) (VL)

Ceiling height
(DH) (HL)

Clear passage height
(LDH)

Width x Height Width x Height Width x Height Width x Height Width x Height Width min. min. min. 
Manual

operation Drive

2250 x 1875 2340 x 1965 2402 x 1985 2402 x 2083 2402 x 1985 2495 2495 2625 2430 1990 2088 1990 1825 1875
2250 x 2000 2340 x 2090 2402 x 2110 2402 x 2208 2402 x 2110 2620 2620 2750 2430 2115 2213 2115 1950 2000
2250 x 2125 2340 x 2215 2402 x 2235 2402 x 2333 2402 x 2235 2745 2745 2875 2430 2240 2338 2240 2075 2125
2375 x 1875 2465 x 1965 2527 x 1985 2527 x 2083 2527 x 1985 2495 2495 2625 2555 1990 2088 1990 1825 1875
2375 x 2000 2465 x 2090 2527 x 2110 2527 x 2208 2527 x 2110 2620 2620 2750 2555 2115 2213 2115 1950 2000
2375 x 2125 2465 x 2215 2527 x 2235 2527 x 2333 2527 x 2235 2745 2745 2875 2555 2240 2338 2240 2075 2125
2375 x 2250 2465 x 2340 2527 x 2360 2527 x 2458 2527 x 2360 2870 2870 3000 2555 2365 2463 2365 2200 2250
2500 x 1875 2590 x 1965 2652 x 1985 2652 x 2083 2652 x 1985 2495 2495 2625 2680 1990 2088 1990 1825 1875
2500 x 2000 2590 x 2090 2652 x 2110 2652 x 2208 2652 x 2110 2620 2620 2750 2680 2115 2213 2115 1950 2000
2500 x 2125 2590 x 2215 2652 x 2235 2652 x 2333 2652 x 2235 2745 2745 2875 2680 2240 2338 2240 2075 2125
2500 x 2250 2590 x 2340 2652 x 2360 2652 x 2458 2652 x 2360 2870 2870 3000 2680 2365 2463 2365 2200 2250
2500 x 2375 2590 x 2465 2652 x 2485 2652 x 2583 2652 x 2485 2995 2995 3125 2680 2490 2588 2490 2325 2375
2500 x 2500 2590 x 2590 2652 x 2610 2652 x 2708 2652 x 2610 3120 3120 3250 2680 2615 2713 2615 2450 2500
2500 x 2750 2590 x 2840 2652 x 2860 2652 x 2958 2652 x 2860 3370 3370 3500 2680 2865 2963 2865 2700 2750
2625 x 2125 2715 x 2215 2777 x 2235 2777 x 2333 2777 x 2235 2745 2745 2875 2805 2240 2338 2240 2075 2125
2750 x 2000 2840 x 2090 2902 x 2110 2902 x 2208 2902 x 2110 2620 2620 2750 2930 2115 2213 2115 1950 2000
2750 x 2125 2840 x 2215 2902 x 2235 2902 x 2333 2902 x 2235 2745 2745 2875 2930 2240 2338 2240 2075 2125
2750 x 2750 2840 x 2840 2902 x 2860 2902 x 2958 2902 x 2860 3370 3370 3500 2930 2865 2963 2865 2700 2750
3000 x 2000 3090 x 2090 3152 x 2110 3152 x 2208 3152 x 2110 2620 2620 2750 3180 2115 2213 2115 1950 2000
3000 x 2125 3090 x 2215 3152 x 2235 3152 x 2333 3152 x 2235 2745 2745 2875 3180 2240 2338 2240 2075 2125
3000 x 2250 3090 x 2340 3152 x 2360 3152 x 2458 3152 x 2360 2870 2870 3000 3180 2365 2463 2365 2200 2250
3000 x 2375 3090 x 2465 3152 x 2485 3152 x 2583 3152 x 2485 2995 2995 3125 3180 2490 2588 2490 2325 2375
3000 x 2500 3090 x 2590 3152 x 2610 3152 x 2708 3152 x 2610 3120 3120 3250 3180 2615 2713 2615 2450 2500
3000 x 3000 3090 x 3090 3152 x 3208 3152 x 3110 3620 3750 3180 3213 3115 2950 3000
3250 x 2000 3340 x 2090 3402 x 2208 3402 x 2110 2620 2750 3430 2213 2115 1950 2000
3250 x 2125 3340 x 2215 3402 x 2333 3402 x 2235 2745 2875 3430 2338 2240 2075 2125
3250 x 2250 3340 x 2340 3402 x 2458 3402 x 2360 2870 3000 3430 2463 2365 2200 2250
3500 x 2000 3590 x 2090 3652 x 2208 3652 x 2110 2620 2750 3680 2213 2115 1950 2000
3500 x 2125 3590 x 2215 3652 x 2333 3652 x 2235 2745 2875 3680 2338 2240 2075 2125
3500 x 2250 3590 x 2340 3652 x 2458 3652 x 2360 2870 3000 3680 2463 2365 2200 2250
3750 x 2000 3840 x 2090 3902 x 2208 3902 x 2110 2620 2750 3930 2213 2115 1950 2000
3750 x 2125 3840 x 2215 3902 x 2333 3902 x 2235 2745 2875 3930 2338 2240 2075 2125
3750 x 2250 3840 x 2340 3902 x 2458 3902 x 2360 2870 3000 3930 2463 2365 2200 2250
4000 x 2000 4090 x 2090 4152 x 2208 4152 x 2110 2620 2750 4180 2213 2115 1950 2000
4000 x 2125 4090 x 2215 4152 x 2333 4152 x 2235 2745 2875 4180 2338 2240 2075 2125
4000 x 2250 4090 x 2340 4152 x 2458 4152 x 2360 2870 3000 4180 2463 2365 2200 2250
4250 x 2000 4340 x 2090 4402 x 2208 4402 x 2110 2620 2750 4430 2213 2115 1950 2000
4250 x 2125 4340 x 2215 4402 x 2333 4402 x 2235 2745 2875 4430 2338 2240 2075 2125
4250 x 2250 4340 x 2340 4402 x 2458 4402 x 2360 2870 3000 4430 2463 2365 2200 2250
4500 x 2000 4590 x 2090 4652 x 2208 4652 x 2110 2620 2750 4680 2213 2115 1950 2000
4500 x 2125 4590 x 2215 4652 x 2333 4652 x 2235 2745 2875 4680 2338 2240 2075 2125
4500 x 2250 4590 x 2340 4652 x 2458 4652 x 2360 2870 3000 4680 2463 2365 2200 2250
4750 x 2000 4840 x 2090 4902 x 2208 4902 x 2110 2620 2750 4930 2213 2115 1950 2000
4750 x 2125 4840 x 2215 4902 x 2333 4902 x 2235 2745 2875 4930 2338 2240 2075 2125
4750 x 2250 4840 x 2340 4902 x 2458 4902 x 2360 2870 3000 4930 2463 2365 2200 2250
5000 x 2000 5090 x 2090 5152 x 2208 5152 x 2110 2620 2750 5180 2213 2115 1950 2000
5000 x 2125 5090 x 2215 5152 x 2333 5152 x 2235 2745 2875 5180 2338 2240 2075 2125
5000 x 2250 5090 x 2340 5152 x 2458 5152 x 2360 2870 3000 5180 2463 2365 2200 2250
5500 x 2000 5590 x 2090 5652 x 2208 5652 x 2110 2620 2750 5680 2213 2115 1950 2000
5500 x 2125 5590 x 2215 5652 x 2333 5652 x 2235 2745 2875 5680 2338 2240 2075 2125
5500 x 2250 5590 x 2340 5652 x 2458 5652 x 2360 2870 3000 5680 2463 2365 2200 2250

BRM
(Order size) 

Maximum
wall opening size/

garage wall opening size
Width and height of frame

(RAM)

Interior garage
dimension

(GIB)

Installation depth
EBT

Ceiling height
(DH) Clear passage height (LDH)

Width x Height Width x Height Width x Height min. min. Manual operation
(with brace) Drive

2250 x 1875 2340 x 1965 2402 x 1985 2430 2495 1990 1825 1875
2250 x 2000 2340 x 2090 2402 x 2110 2430 2620 2115 1950 2000
2250 x 2125 2340 x 2215 2402 x 2235 2430 2745 2240 2075 2125
2375 x 1875 2465 x 1965 2527 x 1985 2555 2495 1990 1825 1875
2375 x 2000 2465 x 2090 2527 x 2110 2555 2620 2115 1950 2000
2375 x 2075 2465 x 2165 2527 x 2185 2555 2695 2190 2025 2075
2375 x 2125 2465 x 2215 2527 x 2235 2555 2745 2240 2075 2125
2375 x 2250 2465 x 2340 2527 x 2360 2555 2870 2365 2200 2250
2375 x 2375 2465 x 2465 2527 x 2485 2555 2995 2490 2325 2375
2500 x 1875 2590 x 1965 2652 x 1985 2680 2495 1990 1825 1875
2500 x 2000 2590 x 2090 2652 x 2110 2680 2620 2115 1950 2000
2500 x 2075 2590 x 2165 2652 x 2185 2680 2695 2190 2025 2075
2500 x 2125 2590 x 2215 2652 x 2235 2680 2745 2240 2075 2125
2500 x 2250 2590 x 2340 2652 x 2360 2680 2870 2365 2200 2250
2500 x 2375 2590 x 2465 2652 x 2485 2680 2995 2490 2325 2375
2500 x 2500 2590 x 2590 2652 x 2610 2680 3120 2615 2450 2500
2500 x 2750 2590 x 2840 2652 x 2860 2680 3370 2865 2700 2750
2625 x 2125 2715 x 2215 2777 x 2235 2805 2745 2240 2075 2125
2750 x 2000 2840 x 2090 2902 x 2110 2930 2620 2115 1950 2000
2750 x 2125 2840 x 2215 2902 x 2235 2930 2745 2240 2075 2125
3000 x 2000 3090 x 2090 3152 x 2110 3180 2620 2115 1950 2000
3000 x 2125 3090 x 2215 3152 x 2235 3180 2745 2240 2075 2125
3000 x 2250 3090 x 2340 3152 x 2360 3180 2870 2365 2200 2250
3000 x 2375 3090 x 2465 3152 x 2485 3180 2995 2490 2325 2375
3000 x 2500 3090 x 2590 3152 x 2610 3180 3120 2615 2450 2500
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Your Novoferm sales partner

Novoferm. On-site. Direct. Europe-wide.

Novoferm Group is one of Europe’s leading system suppliers of doors, garage doors, frames and operators. We offer a large
range of products and services for private, commercial and industrial applications. All our products are manufactured to the
highest quality standards and reflect best engineering practice. We combine maximum functionality with innovative design.
We manufacture our products in various international locations and with our Europe-wide network we are always available
to help you – wherever you are!

Novoferm GmbH
Schüttensteiner Str. 26
D-46419 Isselburg
Tel.: (0 28 50) 9 10-0
Fax: (0 28 50) 9 10-650
E-Mail: sales@novoferm.com
www.novoferm.com
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