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Installation et maintenance

Instalación y mantenimiento
Installation und Wartung
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Single leaf door
Porta ad anta singola
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DOWNLOAD:
https://www.novoferm.it/it/download.html

Double leaf door
Porta a doppia anta

Fire resistance up to 120 minutes
Resistenza al fuoco fino a 120 minuti

Big doors
Porte di grandi dimensioni
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drill Ø22mm (Ø7/8in) hole
praticare foro Ø22mm

key not included
chiave non in dotazione
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(13/16in)
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GENERAL INFORMATION

In case of prolonged time in stock, the doors must be 
held in cool and dry place, to the shelter of the sun, 
with pallet and/or leaves without protective film.

These doors are built especially for fire protection use. 
Therefore we do not suggest the use of them in case 
other performances are prominent (thermal insulation, 
lightness of the mobile leaf, elevated frequency of 
openings).

Do not affix accessories or coverings without approval 
of the manufacturer. 

Do not employ fixed unrelated elements to keep the 
door open. The keeping open of the mobile leaf is to be 
done only by means of devices installed or accepted 
from the manufacturer.

Except specific agreement while ordering, sliding 
doors are designed for inner rooms.

The cleaning of the surface should be done with 
cleansers of normal domestic use, avoiding abrasive 
substances, or aggressive substances or solvents.

Normally, doors are coated with epoxy polyester 
powder polymerized at 180° C. Prior of any further 
paint, we suggest a deep cleaning of surface with light 
sand-paper and then laying of a primer. In any case 
should be avoided nitro varnishes.

AVVERTENZE GENERALI D’USO

In caso di stoccaggio prolungato, le porte vanno 
tenute in luogo fresco e asciutto, al riparo dal sole, con 
pallet e/o ante privati dell’eventuale pellicola protettiva.

L’utilizzo di questi serramenti non può prescindere 
dalla considerazione che si tratta di chiusure tecniche 
con la preminente funzione di assicurare la tenuta alla 
fiamma. Se ne sconsiglia pertanto l’utilizzo qualora 
siano preminenti altre esigenze (coibenza termica, 
eggerezza dell’anta mobile, elevata frequenza di 
aperture).

Non vanno apposti accessori o rivestimenti senza il 
preventivo parere della casa produttrice.

Non vanno impiegati elementi fissi per il 
mantenimento dell’apertura dell’anta. L’apertura 
dell’anta mobile può essere mantenuta solo con 
dispositivi di idoneità accertata dalla casa produttrice.

Salvo precisi accordi in sede di ordinazione, le porte 
sono realizzate per essere collocate in luoghi chiusi.

La pulizia delle superfici va eseguita con detersivi di 
normale uso domestico, evitando accuratamente l’uso 
di abrasivi, di sostanze aggressive o solventi. 

Le porte di serie sono finite con polveri 
epossi-poliesteri termoindurenti a circa 180°. Per 
l’applicazione di qualsiasi smalto si consiglia 
l’applicazione di un primer epossidico bicomponente, 
previa carteggiatura e spolveratura della superficie. In 
ogni caso si sconsiglia l’applicazione di vernici al nitro.
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MAINTENANCE INFORMATION:
ISTRUZIONI DI MANUTENZIONE:

www.novoferm.it/header-menu/download/installazione-istruzioni-di-montaggio



NOVOFERM SCHIEVANO s.r.l.
35012, Camposampiero - Padova (Italy)

Via Alessandro Volta, 1
TEL 049 / 9315111

novoferm@novoferm.it
www.novoferm.it


