
INSTALLATION AND MAINTENANCE
Installazione e manutenzione
Installation et maintenance

Instalación y mantenimiento
Installation und Wartung

Kurulum ve bakım
Монтаж и техническое обслуживание

Ed. 02 Rev. 02 - 08/09/2026

PASSAVIVANDE



02

DOWNLOAD:
https://www.novoferm.it/it/download.html
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support base provided by the client
piano d’appoggio a cura del cliente
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slightly biased toward self-closing
leggermente a favore dell’autochiusura
*

A = B

A + ( B) < C*
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if necessary, rebalance the weights
se necessario, ribilanciare i pesi
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GENERAL INFORMATIONS

Fixed elements must not be used to keep the door leaf 
open. The opening of the movable door leaf may only 
be maintained using devices certified as suitable by the 
manufacturer.

Unless otherwise agreed at the time of ordering, the 
doors are designed for installation in indoor 
environments. The use of these closures must take 
into account that they are technical doors primarily 
intended to ensure flame resistance. Their use is 
therefore discouraged when other requirements prevail 
(thermal insulation, light weight of the movable leaf, 
frequent openings, anti-burglary application).

Surface cleaning should be performed using standard 
household detergents, avoiding abrasives or solvents.

Standard doors are finished with thermo-hardening 
epoxy-polyester powders at approximately 180°C. For 
the application of any enamel, a two-component epoxy 
primer is recommended, after sanding and dust 
removal of the surface. In any case, the use of 
nitrocellulose-based paints is not recommended.

AVVERTENZE GENERALI D’USO

Non vanno impiegati elementi fissi per il 
mantenimento dell’apertura dell’anta. L’apertura 
dell’anta mobile può essere mantenuta solo con 
dispositivi di idoneità accertata dalla casa produttrice.

Salvo precisi accordi in sede di ordinazione, le porte 
sono realizzate per collocazione in luoghi chiusi. 
L’utilizzo di questi serramenti non può prescindere 
dalla considerazione che si tratta di chiusure tecniche 
con la preminente funzione di assicurare la tenuta alla 
fiamma. Se ne sconsiglia pertanto l’utilizzo qualora 
siano preminenti altre esigenze (coibenza termica, 
leggerezza dell’anta mobile, elevata frequenza di 
aperture, impiego antieffrazione).

La pulizia delle superfici va eseguita con detersivi di 
normale uso domestico, evitando l’uso di abrasivi o 
solventi.

Le porte di serie sono finite con polveri 
epossipoliesteri termoindurenti a circa 180°. Per 
l’applicazione di qualsiasi smalto si consiglia 
l’applicazione di un primer epossidico bicomponente, 
previa carteggiatura e spolveratura della superficie. In 
ogni caso si sconsiglia l’applicazione di vernici al nitro.
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MAINTENANCE INFORMATION:
ISTRUZIONI DI MANUTENZIONE:

www.novoferm.it/header-menu/download/installazione-istruzioni-di-montaggio
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